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SB-28-24-M10S

SB-28-24-M12S

SB-28-24-M16S

SB-28-24-M10L

SB-28-24-M12L

SB-28-24-M16L

SB-28-90-M10S

SB-28-90-M12S

SB-28-90-M16S

SB-28-90-M10L

SB-28-90-M12L

SB-28-90-M16L

MODEL NUMBER ØB

.3941

.4730

.6304

.3941

.4730

.6304

.3941

.4730

.6304

.3941

H

.4490

.5434

.7206

.4730

.6304

.1181

.1574

.1574

.4490

.5434

.7206

.4490

.4490

.5434

.7206

.1574

.1181

.5434

.7206

.1968

.1968

A

.1968

.1181

.1574

.1968

W

.1181

VOLTAGE

1.218±.010

1.45

1.218±.010

24 VDC

90 VDC

1.45

SB - 23 - 24 B - E04 - L

UNIT TYPE HUB

L (LONG)

FRAME SIZE S (SHORT)

VOLTAGE ∅ F BORE

24 VDC OR E (ENGLISH)

90 VDC M (METRIC)

BURNISHED

COIL DATA: (24 V
DC

) (90 V
DC

)

VOLTAGE (V
DC

) 21.6 / 26.4 81.0 / 99.0

RESISTANCE (OHMS) 36±10% 440±10%

POWER (WATTS) MAX (20.0 @ 24 V
DC

) (23.5 @ 90 V
DC

)

CURRENT (mA) MAX (.57 @ 24 V
DC

) (.14 @ 90 V
DC

)

16 60

50 @ 26.4V
DC

50 @ 100V
DC

40 @ 21.6V
DC

40 @ 80V
DC

DROP-OUT TIME (ms) MAX

TECHNICAL DATA @ 25°C

STATIC TORQUE (BURNISHED) MIN 80 LB-IN

DIELECTRIC STRENGTH

PULL-IN VOLTAGE (V
DC

) MAX

PULL-IN TIME (ms) MAX

INSULATION RESISTANCE

500 VAC - 60 HZ - 1 MIN

100 MEGOHMS MIN @ 500 VDC

(1.06e-04)

BRAKE WEIGHT (LB) (1.8)

BRAKE ROTOR /HUB INERTIA (LB-IN-S2)
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SB-28-24-E08S
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SB-28-24-E06L
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SB-28-24-E10L

SB-28-90-E06S

SB-28-90-E08S

SB-28-90-E10S

SB-28-90-E06L

SB-28-90-E08L

SB-28-90-E10L

MODEL NUMBER ØB

.3750
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.3750
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.6250
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.3750

H
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.564
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.0938
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.1880

.0938
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.1880

A
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W
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1.218±.010
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